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ABSTRACT 
 

The quality of the commodity should be maintained during handling, storage and transport. Commodities 

undergo series of physiological processes like respiration, transpiration, and ethylene production which 

could affect the quality and market value of products.  One important factor that could affect these 

physiological processes is the exchange of gases between the commodity and the environment. Exchange 

of gases is affected by commodity characteristics like maturity, storage conditions and the permeability of 

the packaging material.   Diffusion barriers like the peel of the fruit and the packaging material restrict 

movement of gases like oxygen and carbon dioxide to cells in fruits. Two methods of determining the 

oxygen and carbon dioxide transmission rates (O2TR and CO2TR) of mango (Mangifera indica L.) peel 

were done. The first method was the Exponential Decay Method of Gas Transmission Rate of Films by 

Moyls (1992) where a modified Fick’s law relates the gas transmission rate with the partial pressure inside 

and outside a gas chamber. The other method was the respiration rate mass balance where the internal 

gas concentration within the fruit was measured. The results of the two methods showed that overmature 

fruits at 27°C had the highest O2TR and CO2TR (1.64 mLO2/cm2-hr and 4.74 mLCO2/cm2-hr for Method 1 

and 1.26 mLO2/cm2-hr and 3.85 mLCO2/cm2-hr for Method 2) while immature fruit at 14°C had the lowest 

O2TR and CO2TR (1.10 mLO2/cm2-hr - 3.32 mLCO2/cm2-hr for Method 1 and 0.72 mLO2/cm2-hr and 2.36 

mLCO2/cm2-hr for Method 2). Results also showed that storing the fruits at low temperature decreased the 

gas transmission rate between the fruit and the environment; and that the difference of the gas 

transmission rate values between the two methods was significant.    
 

 Keywords — oxygen transmission rate, carbon dioxide transmission rate, respiration rate mass balance, 
internal gas, fruit peel 

INTRODUCTION 
 
Exchange of gases between the commodity and the 
surrounding environment affects physiological 
processes that the commodity usually undergoes. 
The exchange of gases is affected by several factors 
like the barrier between the commodity and the 
environment. The packaging material used, and the 

peel of the fruit are two important factors that 
affect  the gas exchange.  
  
When the fruits or commodity lose  or gain oxygen 
and water, it can cause deterioration. Ways to 
improve packaging is important to prolong the shelf 
life of products.   It includes use of airtight seals and 
the use of better barrier materials like edible 
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 coatings. Some new trends in the industry include 
the gas permeation control through packaging and 
the gas composition inside packages was also 
controlled (Wang et al., 2018). A study by Diaz et 
al. (2012) found out that the application of alginate 
coatings was able to reduce the gas exchange as it 
created a barrier between the environment and the 
fruit. Figure 1 shows the gas passing through the 
film barrier and the four steps involved which are 
(1) adsorption, (2) solution, (3) transmission, and (4) 
desorption. It shows the exchange of gases between 
the fruit and the environment (Li et al., 2010). 
 
The resistance of plant tissue to water vapor and gas 
diffusion, and ethylene is dependent on the structure 
of fruit or vegetables (Irtwange, 2006). It could be 
estimated using the Fick’s law that describes the gas 
diffusion between the commodity and the 
environment. It is dependent on the characteristics 
of the fruit like the structure of the peel and the gas 
concentration inside the fruit and the environment 
(Zhang and Bunn, 1999). A study by Huang et al. 
(2016) observed that the fruit skin has a strong 
influence on gas exchange dynamics. Gas 
permeability of the peel and the packaging material 
like edible coating to be used in storage and 
transportation of the fruit can also help in estimating 
and predicting the gas composition in the 
atmosphere to which the commodity interacts.  
 
Atmosphere modification helps in extending the 
shelf life and in maintaining the quality of the 
commodity.  It can be achieved using package films 
and application of surface coatings on the 
commodity. Edible coating application also uses the 
knowledge on movement and transfer of gases. Gas 
exchange can be measured by determining the 
transmission rates of barriers such as the fruit peel. 
This could help in the design of appropriate 
packaging material for the commodity that would 
also match the stage of development of the 
commodity.  
 
The objectives of this study were to determine the 
oxygen and carbon dioxide transmission rates of 
mango peel using exponential decay method and 
respiration rate mass balance and to compare the 
oxygen and carbon dioxide transmission rates of 
mango obtained using the two methods. 

METHODOLOGY 

 
Fruit Samples 

 

Fruit samples were from a farm in Calamba City, 
Laguna. Record on days after flower induction 
(DAFI) was used to determine the maturity and the 
fruits were also subjected to water flotation method 
during harvest for verification of maturity. Samples 
were harvested from one tree at 110 DAFI 
(immature), 115 DAFI (mature) and 120 DAFI 
(overmature).   The stage of ripeness was based on 
the peel color index (PCI) of the fruits. The fruits 
were harvested at full green stage (PCI 1) and were 
allowed to ripen until breaker - not more than 10% 
yellow (PCI 2) and until PCI3 stage or when there is 
more green than yellow. The weight and volume of 
the fruit samples were measured before storage 
using an electronic balance (Ohaus ARB120) and 
water displacement method, respectively.  
 
Gas Transmission Rate  by 
Exponential Decay Method 
 
Gas Diffusion Chamber and Leakage Testing 
 
The design of the gas diffusion chamber used for 
method 1 was adapted from Malilay et al. (2011). 
The gas chamber was fabricated using polyvinyl 
chloride (PVC) pipe, clear acrylic sheet and a 

Figure 1. Gas molecule penetrating course is       
divided into four steps: (1) adsorption, (2) solution, 

(3) transmission, and (4) desorption.  
Source : Li  et al. (2010) 
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galvanized iron sheet. The top portion of the gas 
chamber had holes for the peel samples. The sample 
cover which was made from a PVC rod held the 
fruit peel in the gas chamber. Metal screws were 
used to fasten the sample cover and holder. Two 
rubber caps were attached at opposite sides of the 
chambers that served as ports for gas flushing and 
sampling. 
 
Leakage test for a period of 24 hours was performed 
on the gas chambers. In this test, pure nitrogen gas 
was flushed in the chambers for 5 minutes or until 
the level of oxygen concentration in the chamber 
was approximately 17%. After that, the gas 
concentration was measured using gas analyzer (PBI 
Dansensor Checkmate 3) every hour for the first 8 
hours and every 3 hours until 24 hours. The average 
leak was computed using Equation 1. To minimize 
leakage during the test, vacuum grease was also 
applied on the circumference of the sample holder 
and sample cover.  

Pi is the initial partial pressure of the gas in the 
chamber and Pf is the final partial pressure of the gas 
in the chamber. 
 
Volume of chamber and diffusion area 
 
The volume of air was calculated using the 
dimensions of the gas chamber while the diffusion 
area was determined by the dimension of each hole. 
Diffusion area is the area where the gas from the 
chamber would diffuse to the surroundings and into 
the chamber.     
 
The peel samples (thickness = 1.5mm) taken using a 
cylindrical disc corer were placed in the sample 
holders in the gas chamber. The thickness set was 
the average thickness of mango cultivars as cited by 
Ahmed and Mohamed (2015). 
 
Gas flushing and sampling 
 
Initially the gas concentration inside the gas 
chamber was at ambient condition [78% nitrogen 

(N2), 21% oxygen (O2) and 0.03% carbon dioxide 
(CO2)]. The chamber was flushed with pure nitrogen 
to lower the oxygen level until 5% inside the 
chamber. This was immediately followed by 
flushing a gas mix (5% O2 and 5% CO2). The 
chambers where then placed in cold and ambient 
condition where the air temperature and relative 
humidity were being monitored using a data 
logger.  The gas chambers were then covered with 
plastic sheets to minimize the effect of the airflow 
rate from the blowers in the cold room. 
Measurement of the gas concentration in the 
chambers were done every hour for 7 hours using a 
gas analyzer (PBI Dansensor Checkmate).  
  
Gas Transmission Rate Determination 
 
Gas transmission rates were computed using the 
method described by Moyls (1992). The method was 
a modification of the Fick’s law that relates the gas 
transmission rate with the partial pressures of the 
gas composition inside the gas chambers and the 
condition outside. In the Fick’s law, gas 
permeability is the product of the gas solubility and 
diffusivity and given by Equation 2. 

 
Perm is gas permeability of the film (cm2/h), τ is 
solubility of the gas in the film (g / g), and D is 
diffusion coefficient of the gas into the film (cm2/h). 
 
Moyls (1992) modified the equation and was 
expressed as Equation 3. 

 
A is film area (cm2), m is mass of gas in the 
diffusion chamber (g), t is elapsed time during run 
(h), ρ is density of the gas in the diffusion chamber 
(g/cm3) and dx is film thickness (cm). 
 
The relationship of the mass flux of gas in the 
chamber to the change in pressure of the gas was 
expressed in Equation 4. 
 

                       Equation 1 

 Equation 2 

            

                     Equation 3 
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Trans is transmission rate of gas through the film. 
 
From Equation 4, the parameters ΔP and ΔP° was 
defined as ΔP = (P-PA) = Partial pressure in the 
chamber – Partial pressure in the ambient, and ΔP° 
= (P°-PA) = Initial partial pressure in the chamber - 
Partial pressure in ambient.  
 
Equation 5 was obtained after integration and taking 
the logarithm. 
 

V is volume of the test cell, mL and A is effective 
area of the film, cm2. 
 
The computed O2 and CO2 pressure measurements 
followed the Ideal Gas Law and the expression           
ln (ΔP/ΔP°)  versus time was plotted. The resulting 
slope (“S”) of the line was used to determine the 
exponential decay constant of the gas chamber. 
After solving for the slope of the line, the 
transmission of the specific gas (oxygen or carbon 
dioxide) in consideration through the fruit peel can 
be expressed as Equation 6.  
 

Gas Transmission Rate  
by Respiration Mass Balance 
 
Internal Gas 
 
Internal gas concentration of the fruits was 
measured using the vacuum extraction method. The 
procedure and setup were adapted from Saltviet 
(1982). The setup used was shown in Figure 2. It 
was composed of an evacuation chamber 
(desiccator) and a collection flask (bottle).  
 
The evacuation chamber was filled with a saturated 
salt solution and the fruit was placed inside the 

collection flask before immersing it to the solution. 
Vacuum was applied in the chamber and the bubbles 
that developed at the top of the collection flask were 
collected using a syringe. The sample gas was 
injected to a gas chromatograph (Shimadzu GC-8A 
TCD) for analysis.  
 
Respiration Rate 
  
Respiration rate of the fruit was measured by static 
method. Fruits were placed in static jars (Figure 3) 
and the gas concentration was measured using gas 
analyzer (PBI Dansensor Checkmate 3). The area of 
the fruit peel was estimated using the image analysis 
program, Image J2X.  
 
Respiration rates in terms of oxygen consumption 
and carbon dioxide production were computed using 
Equations 7 and 8, respectively. 
 

 

 Equation 4 

                           

 Equation 5 

     

           Equation 6 

Figure 2. Setup used for the vacuum extraction of 
internal gas of fruit samples. 

Figure 3. Setup for the respiration rate  
measurement. 
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% O2f is concentration of oxygen after 1 hour in %, 
%O2i is concentration of oxygen at time zero in %, 
% CO2f  is concentration of carbon dioxide after 1 
hour in %, % CO2i is concentration of carbon 
dioxide at time zero in %, Vf is the headspace 
volume in mL, t is the time in hr, and w is the 
weight of the fruit in kg. 
 
Calculated Transmission Rate 
 
The calculated values of oxygen and carbon dioxide 
transmission rates were computed using the data for 
the measured respiration rate and internal gas. 
Equations 9 and 10 were used to compute the 
calculated oxygen and carbon dioxide transmission 
rates of the mango peel, respectively. 

 
O2TRc is the calculated oxygen transmission rate in 
mL O2/cm2-hr, CO2TRc is the calculated carbon 
dioxide transmission rate in mLCO2/cm2-hr, O2a is 
the oxygen concentration of surrounding air in %, 
O2i is the internal oxygen concentration in %, CO2a 

is the carbon dioxide concentration of surrounding 
air in %, CO2i is the internal carbon dioxide 
concentration in %, RR O2 is the measured 
respiration rate in mL O2/kg-hr, RR CO2 is the 
measured respiration rate in mL CO2/kg-hr, Wf  is 
the weight of the fruit in kg, A is the surface area of 
the fruit in cm2. 

Temperature and Respiratory 
Quotient 
 
The effect of change in temperature 
on the respiration rate of the fruit 
samples was measured by calculating 
the Q10 value given by Equation 11. 

 
 
R1 is the respiration rate at T1, mL CO2 / kg h, R2 is 
the respiration rate at T2, mL CO2 / kg h, T1 is the 
temperature, °C or K, T2 is the temperature, °C or K. 
 
Respiratory quotient (RQ) is a measure of the 
volume of gas (oxygen and carbon dioxide) 
involved in the respiration process and was given by 
Equation 12. 
 

Statistical Analysis 
 
The statistical analyses were done using R Studio. 
Analysis of variance (ANOVA) was used to 
evaluate the variation between measurements and 
significant difference were analyzed using the 
Tukey's Honestly Significant Difference (HSD) 
Test. RStudio was also used to determine the 
difference of the values obtained using the methods 
of determining the gas transmission rate of the peel.   

 
RESULTS AND DISCUSSION 
 
Fruit Samples 
 
Mangoes harvested at 110DAFI, 115DAFI and 
120DAFI had a density of 1.00 g/mL, 1.01g/mL and 
1.06g/mL, respectively. Temperature in the cold 
storage condition is 14.5°C and 26.9°C at ambient 
condition.  
 
 

  

                                                                   

Equation 11 

                                                Equation 7 

        Equation 8 

  

            

    Equation 9 

   

  

      `           Equation 10 

  

   

                                                                                                           Equation 12 
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Gas Transmission Rate by 
Exponential Decay Method 
 
Leakage testing and gas 
sampling 
 
Moyls (1992) stated that a 
correction of 4% change in 
partial pressure for O2 and CO2 
is small. The computed average 
leak for the gas chambers was 
2.94%. Since this value was less 
than 4%, no correction for the 
partial pressure in the gas 
chambers was considered. The 
effect of the volume of gas 
extracted from the chamber was 
also determined to be 0.4% and 
since this was less than the 
allowed value of 1%, no 
correction for the change in 
pressure inside the chamber was 
also considered.  
 
Gas Concentration 
 
Oxygen concentration inside the 
chamber increases with time as 
shown in Figures 4, 5, and 6. 
The concentration of oxygen 
outside the chamber is higher 
than the surroundings which 
shows that oxygen goes into the chamber. On the 
other hand, carbon dioxide decreases with time, thus 
the gas leaves the chamber. This is because the 
concentration of carbon dioxide inside the chamber 
is higher than the concentration of the gas outside 
the chamber.   
  
Oxygen and carbon dioxide transmission rates of 
mango peel was determined using the Exponential 
Decay Method as described by Moyls (1992) and 
the values are presented in Table 1. Results showed 
that overmature mango peel at ripening index 3 and 
stored at ambient condition had the highest O2 TR 
M and CO2 TR M.  Immature mango peel at full 
green stage stored in the cold room had the lowest 
O2 TR M and CO2 TR M, respectively.  Analysis of 
variance showed that at each storage condition, 

maturity and stage of ripeness had significant effects 
on O2 TR M and CO2 TR M.   That is, as the fruit 
matures and ripens, gas exchange increases.   The 
increase in the transmission rate is due to the 
arrangement and structure of cells in the peel that 
changes as the fruit matures and ripens. The results 
using this method were also discussed by Flores      
et al. (2014). The cell wall of mango is compact and 
rigid at mature and unripe stage and losses the 
structure as the fruit ripens (Yashoda et al. 2006). 
Gas diffusion rate was also significantly affected by 
the maturity stages and storage conditions. The 
exchange of gases is due to the behavior of cells 
during maturity and ripening (Thewes, et al. 2017, 
Paul and Pandey, 2014).   
 
Pereira (2009) observed that the degradation of 
tissue progresses as the fruit matures and as it starts 

Table 1.  Gas transmission rates of mango peel measured using the exponential 
decay method.   

  MATURITY 

MEASURED TRANSMISSION RATE 

(mL O2/cm2 hr) (mL CO2/cm2 hr) 

Mean  SE  Mean  SE  

14 

1 

Immature 1.10 ± 0.04 a 3.32 ± 0.13 a 

Mature 1.11 ± 0.04 a 3.51 ± 0.18 a 

Overmature 1.18 ± 0.03 a 3.43 ± 0.08 a 

2 

Immature 1.29 ± 0.07 a 3.35 ± 0.05 a 

Mature 1.42 ± 0.04 a 3.83 ± 0.18 a 

Overmature 1.38 ± 0.07 a 3.69 ± 0.17 a 

3 

Immature 1.49 ± 0.04 a 3.64 ± 0.13 a 

Mature 1.49 ± 0.07 a 4.09 ± 0.23 a 

Overmature 1.61 ± 0.06 a 4.26 ± 0.18 a 

27 

1 

Immature 1.19 ± 0.02 b 3.20 ± 0.15 a 

Mature 1.43 ± 0.02 a 3.76 ± 0.17 a 

Overmature 1.36 ± 0.04 a 3.87 ± 0.15 a 

2 

Immature 1.31 ± 0.05 a 3.54 ± 0.10 b 

Mature 1.45 ± 0.04 a 4.19 ± 0.18 ab 

Overmature 1.42 ± 0.07 a 4.41 ± 0.19 a 

3 

Immature 1.56 ± 0.05 a 4.37 ± 0.25 a 

Mature 1.58 ± 0.03 a 4.70 ± 0.21 a 

Overmature 1.64 ± 0.09 a 4.74 ± 0.14 a 

Means within group in a column followed by a common letter do not differ with each other at 
Tukey’s Honest Significance Difference (HSD) at 5% level.   
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 to ripen, there is separation of cells and, 
transmission of intercellular spaces and softening of  
tissue.  The intercellular spaces in the cells of the 
banana peel increases as it ripens (Kheng et al., 
2011). The ratio between carbon dioxide and oxygen 
was small since both gases diffuse mainly through 
pores of the skin of the pear. No change in 
diffusivity was found when fruits are harvested 
before or after optimal harvest dates (Schotsmans et 
al., 2003).  
 

Gas Transmission Rate by  
Respiration Mass Balance 
 

Respiration Rate 
 
The computed respiration rates of mango fruit in 
terms of oxygen consumption and carbon dioxide 
production are shown in Table 2. Respiration rates 
of mango fruits at ambient condition were higher 
than the respiration rates under cold condition of the 
same stage of maturity and ripeness.  
 
0 
The onset of climacteric peak is delayed when fruits 
are stored under low temperature.  Respiration rate 
increases as the fruit matures and as it ripens.  

Figure 4. Gas concentration vs. time of mango peel 
(110DAFI) at different color index (CI)  

and temperature.  

Figure 5. Gas concentration vs. time of mango peel 
(115DAFI) at different color index (CI)  

and temperature. 

Figure 6. Gas concentration vs. time of mango peel 
(120DAFI) at different color index (CI)  

and temperature. 
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Results showed that 
temperature can slow down 
the respiration process. And 
that as fruit ripens, 
respiration rate increases. 
Mango fruits harvested 
mature has the highest 
respiration rate and lowest 
at overmature stage. Cua 
(1989) reported that 
‘Carabao’ mango exhibits 
climacteric type and that as 
the fruit matures and ripens 
the respiration rate 
increases. 
 
As the fruit matures and 
ripens, carbohydrates are 
broken down and converted 
into metabolic energy. This 
increase in respiration 
during maturation was also 
observed by Joas et al. 
(2012). In the study it was 
discussed that as the fruit 
matures, the metabolites or 
its precursor continue to 
develop and affect 
respiration of the fruit.       
 
Internal Gas 
 
The graph of the internal oxygen and carbon dioxide 
concentration of mango fruits stored at ambient and 
cold condition measured at different peel color 
index is shown in Figure 7.  
 
Results showed that stage of ripeness and maturity 
has  an effect on internal oxygen and carbon dioxide 
concentration in mango fruits. This means that as 
the fruit starts to ripen, internal oxygen 
concentration in mango fruits decrease and internal 
carbon dioxide concentration increases. The result 
also showed that storage at low temperature inhibits 
carbon dioxide production in the fruit.  
 
Similar trend was observed by Baldwin et al. (1999) 
for uncoated “Tommy Atkins” mangoes. The 
internal oxygen level in the fruit decreased over time 

and there was an increase in internal carbon dioxide 
level. This showed an exchange of gases inside the 
fruit and the environment.  
   
Calculated Transmission Rate Comparison 
 
Gas transmission rate using the respiration mass 
balance is presented in Table 3. The trend is also the 
same with the values using the exponential decay 
method. The computed standard error for the 
respiration rate mass balance incorporates all the 
errors based on the parameters (respiration rate, 
weight, surface area and internal oxygen and carbon 
dioxide concentration) involved in computing the 
oxygen and carbon dioxide transmission rates. The 
computed oxygen and carbon dioxide transmission 
rates using the first method were higher than 
computed values using the second method.  

Table 2. Respiration rates of mango fruit at different maturity and peel color index 

under two temperature regimes.  

TEMPER-

ATURE 

(oC) 

MATURI-

TY 
PCI 

RESPIRATION RATE 

 (mL O2/kg hr)  (mL CO2/kg hr) 

Mean   SE 
  

Mean   SE 
  

14 

Immature 

1 24.41 ± 1.47 b 33.16 ± 1.87 a 

2 24.64 ± 1.74 b 22.29 ± 1.41 b 

3 44.65 ± 0.60 a 36.05 ± 0.26 a 

Mature 

1 52.06 ± 2.14 b 32.24 ± 0.78 a 

2 49.33 ± 1.93 b 25.88 ± 1.62 b 

3 74.71 ± 2.39 a 36.50 ± 1.68 a 

Overmature 

1 34.05 ± 0.98 b 21.82 ± 0.29 b 

2 30.52 ± 2.26 b 20.81 ± 1.10 b 

3 46.01 ± 1.55 a 31.77 ± 1.68 a 

27 

Immature 

1 73.16 ± 0.85 b 52.12 ± 0.14 b 

2 69.68 ± 1.35 b 40.92 ± 0.41 b 

3 108.30 ± 5.19 a 74.41 ± 4.67 a 

Mature 

1 74.70 ± 2.57 b 49.13 ± 3.15 b 

2 52.54 ± 0.54 c 35.29 ± 0.65 b 

3 96.16 ± 2.24 a 95.02 ± 5.08 a 

Overmature 

1 48.68 ± 1.67 b 34.68 ± 1.04 b 

2 46.93 ± 3.72 b 24.99 ± 1.95 c 

3 128.17 ± 8.07 a 68.23 ± 1.81 a 

Means within group in a column followed by a common letter do not differ with each other at      
Tukey’s Honest Significance Difference (HSD) at 5% level.  
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Mean 

values of gas transmission rate 
using the exponential decay 
method differed significantly from 
respiration rate mass balance 
method according to the results of 
Welch t-test t (3.7) = 11.8,            
p < 0.003 for oxygen and               
t (2.5) = 3.4, p < 0.005 for carbon 
dioxide. This shows that 
transmission rate measured using 
the exponential decay method is 
higher than the values obtained 
using the respiration mass balance 
method. The differences in the 
computed values might be due to 
some variations. The fruit samples 
used in the respiration mass 
balance has fruit pulp. The 
movement of gases inside the fruit 
or in the pulp may be another 
factor.  Since the structure of the 
pulp is different from the structure 
of the peel. Ho et al. (2009) 
developed a model for oxygen and 
carbon dioxide exchange through 
the intercellular spaces, cell wall 

Figure 7. Internal gas concentration (%O2 and %CO2) of mango at different maturity  
and temperature regimes.  

Table 3. Gas transmission rates of mango peel measured using the respiration 

rate mass balance. 

TEMPE-

RATURE 

°C 

MATU-

RITY 
PCI 

COMPUTED TRANSMISSION RATE 

    mL O2 / cm2 hr mL CO2 / cm2 hr 

Mean  SE  Mean  SE   

14 

Immature 

1 0.72 ± 0.18 a 2.36 ± 0.34 b 

2 0.74 ± 0.14 ab 2.39 ± 0.38 b 

3 0.90 ± 0.15 a 2.98 ± 0.27 a 

Mature 

1 0.78 ± 0.12 b 2.84 ± 0.37 a 

2 0.98 ± 0.16 a 2.79 ± 0.32 a 

3 0.99 ± 0.12 a 3.08 ± 0.27 a 

Overmature 

1 0.90 ± 0.15 b 2.37 ± 0.26 b 

2 1.04 ± 0.26 b 2.42 ± 0.34 b 

3 1.28 ± 0.17 a 3.16 ± 0.30 a 

27 

Immature 

1 0.83 ± 0.09 b 2.67 ± 0.28 b 

2 0.88 ± 0.13 b 2.74 ± 0.36 b 

3 1.24 ± 0.19 a 3.59 ± 0.48 a 

Mature 

1 1.02 ± 0.12 b 3.43 ± 0.40 a 

2 1.00 ± 0.09 b 3.34 ± 0.27 a 

3 1.25 ± 0.14 a 3.56 ± 0.39 a 

Overmature 

1 0.97 ± 0.16 b 3.34 ± 0.40 a 

2 1.03 ± 0.18 ab 3.39 ± 0.62 a 

3 1.26 ± 0.22 a 3.85 ± 0.59 a 

Means within group in a column followed by a common letter do not differ with each 
other at Tukey’s Honest Significance Difference (HSD) at 5% level. 

Immature O2 Mature O2 Overmature O2 

Immature CO2 Mature CO2 Overmature CO2 
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and cytoplasm of cells for 
pear cortex. In the 
simulation, it showed that 
there was an oxygen and 
carbon dioxide exchange 
through the intercellular 
space, the cell wall 
network and less through 
the intracellular liquid. A 
biological variation of the 
diffusivity of gases in the 
tissue was related to the 
random distribution of 
cells.  
 
Temperature and 
Respiratory Quotient 
 
Computed Q10  values and respiration quotient of 
mangoes in all the treatments are presented in Table 
4. Q10 values of mature mangoes showed 
the  highest value followed by immature and over-
mature mangoes. This means that mature mangoes 
have a faster rate or response upon a 10°C drop in 
the temperature. The computed RQ values show that 
on the average, immature mangoes at 14°C have the 
tendencies to experience anaerobic respiration 
compared with other treatments (Ravindra and 
Goswami, 2008). This means that if it is harvested 
early, the process of respiration in the fruit is 
triggered early and the amount of substrate to be 
used for the respiration is not sufficient.  
 
Application of Gas Transmission Rates  
 
The values of oxygen and carbon dioxide 
transmission rates of mango peel can be used to 
design appropriate packaging materials to be used 
during storage and transport. It can also be used to 
formulate appropriate edible coating to be applied 
on the fruit. This could be done by simulating an 
edible coating with a known permeance and 
determine the behavior and shelf life of the fruit. 
This could help determine whether the fruit will 
experience injury that is related to exposure to levels 
of gas concentration during storage and transport.  
 
Studies on the application of edible coatings to fruits 
showed that the coating was able to control gas 

exchange. Medeiros et al. (2012) observed that the 
developed nanomultilayer coating system was able 
to reduce gas transmission and fruit also had a better 
external appearance as the dehydration of the 
surface is less. It was also noted that with the 
application of coating, there was a low oxygen 
permeability of pectin layers which reduced the gas 
flow and prolonged the shelf-life of mangoes  . The 
application of galactomannans and collagen blends 
as edible coating in mangoes reduced the 
consumption of oxygen by 28% and production of 
carbon dioxide by 11% as compared to the uncoated 
fruits (Lima et al. 2010).  
  

SUMMARY AND CONCLUSIONS 
 
Fruit peel is a barrier between the fruit and the 
surrounding air. Transmission rate also depends on 
the condition of the commodity and the storage 
condition. Exchange of gases between the 
commodity and the surrounding atmosphere to 
which it is exposed is important in designing the 
packaging material and formulating edible coatings 
to be used.  
 
Oxygen and carbon dioxide transmission rates of 
mango peel at different maturity stages and ripening 
index and storage condition were determined using 
the Exponential Decay Method and the respiration 
mass balance. Results showed that at each storage 
condition, maturity and stage of ripeness had a 
significant effect on oxygen and carbon dioxide 

Table 4. Respiration quotient and Q10 values of mango fruits. 

DAY 

IMMATURE MATURE OVERMATURE 

Q10 
RQ 

Q10 
RQ 

Q10 
RQ 

27°C 14°C 27°C 14°C 27°C 14°C 

1 1.09 0.71 1.36 1.06 0.66 0.62 1.10 0.71 0.64 

2 0.99 0.59 1.97 0.85 0.67 0.61 0.89 0.53 0.68 

3 1.94 0.69 0.90 2.09 0.99 0.52 1.64 0.54 0.65 

4 1.39 0.84 0.92 1.74 1.41 0.63 1.67 0.53 0.78 

5 1.04 0.68 0.81 1.26 1.32 0.49 1.58 0.76 0.74 

6 - - 1.13 1.44 1.37 1.16 1.13 0.66 0.69 

7 - - 0.89 - - 1.18 - - 0.78 

8 - - - - - 1.47 - - 0.75 

9 - - - - - - - - 1.08 
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transmission rate of mango peel. As the fruit 
matures and starts to ripen, the gas transmission 
rate of the peel also increases. At low temperature 
storage, the rate of gas transmission across peel also 
decreases. Oxygen and carbon dioxide transmission 
rates across the peel that were measured directly 
were higher than the computed values using the 
respiration mass balance. Gas transmission rate 
calculated using the respiration mass balance was 
significantly different to the values measured using 
the exponential decay method.   This was because 
of the presence of fruit pulp in the respiration mass 
balance. The diffusivity of gases in the tissue of the 
fruit was related to the arrangement of cells (Ho et 
al. 2009). 
 

RECOMMENDATIONS 
 
Measurement of the water vapor transmission rate 
across the fruit peel could also be considered 
because it could also affect the shelf life of the 
commodity and the type of packaging material to 
be used.  Gas transmission rates of mango peel at 
PCI 4 can also be done to design appropriate 
packaging materials for ripe fruits.   
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